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Model SR-300 Solvent
Reclaimer (optional)
Highly efficient, the SR-300 solvent
reclaimer can reduce your per test sol-
vent cost by up to 90%. This optional
unit, designed especially for reclaiming
HORIBA’s S-316 solvent, features a
double column of activated carbon and
activated aluminum. It has a large filter-
ing capacity, is easy to operate, and
requires no electricity. 

External dimensions:
200 (W) X 200 (D) X 600  (H) mm

Dimensional Outlines

Specifications
Application: Oil contamination of fresh and 

salt water; soil analysis
Principle: Solvent extraction, NDIR analysis 

(infrared spectroscopy)
Detector: Pyroelectric sensor
Cell: Quartz cell, cell length 20 mm
Measuring range and unit: 0 to 200 mg/L, 

0 to 1000 mg/kg, 0 to 1 Abs.
Resolution:

mg/L; 0 to 99.9 mg/L; 0.1 mg/L
100 to 200 mg/L; 1 mg/L

mg/kg; 0 to 9.99 mg/kg; 0.01 mg/kg
10.0 to 99.9 mg/kg; 0.1 mg/kg
100 to 1000 mg/kg; 1 mg/kg

Abs;    0 to 1000 Abs; 0.001 Abs
Repeatability: 

mg/L;   0 to 9.9 mg/L; ±0.4 mg/L ±1 digit
10.0 to 99.9 mg/L; ±2.0 mg/L ±1 digit
100 to 200 mg/L; ±4 mg/L ±1 digit

Abs;     ±1% of full scale
Measurement: Manually controlled

Calibration: Automatic calibration after the 
calibration standard is introduced to 
the instrument

Extraction solvent: HORIBA S-316 solvent
(Standard 3 accessories)

�use only S-316, not other solvent
Sample/solvent volume: Approx. 6.5 mL, 

ratio of sample to solvent is 1:1
Display: Measured value; 3 1/2digits LCD 

with back-light
Message; Character display LCD with 
back-light (16 x 2 characters)

Functions: Self diagnostics, Auto hold
function, Calendar clock

Output: RS-232C and centronics printer port
Ambient temperature: 0 to 40°C
Power requirement: 100 to 240 V AC ±10%,

50/60 Hz, 60 VA
Dimensions: 200 (H) x 250 (W) x 285 (D) mm

7.9 (H) x 9.8 (W) x 11.0 (D) in
Weight: Approx. 5 kg/11 lb

Unit: mm
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 Please read the operation manual before using this product to assure safe and proper handling of the product.

●The contents of this catalog are subject to change without prior notice, and without any subsequent liability to this company.
●The color of the actual products may differ from the color pictured in this catalog due to printing limitations.
● It is strictly forbidden to copy the content of this catalog in part or in full.

Horiba continues contributing 
to the preservation of the global 
environment through analysis 
and measuring technology.
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